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BOEING 737 NGX - PMDG
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PROCEDIMIENTO ARRANQUE COLD AND DARK

ELEMENTO

POSICION

OBSERVACIONES

ID.
1 BATERIA ON
2 STANBY PWR ON
3 GRD PWR ON
£ PVDC BAT
S logo on luces
6 posicion on
7 wing on
8 knob-apu gen apu-gen |verconsumo0
9 bombas combustible 1zq. ON
10 |bombas combustible Izq. ON
11 ARRANQUE APU ON NOTA 1
12 APU GEN ON
13 YAW DAMPER ON
14 BOMBAS COMBUSTIBLE Drcha. ON
15 CAB UTIL/IFE PASS ON
16 LUCES SAL. EMERG. ON(ARMED)
17 SENALES (NO FUMAR/CINTURON) ON
18 PRESURIZACION CHECK AJUSTAR |PONERFL
19 WINDOS HEAT ON
20 HYDRAULICS PUMP ON
21 SELECCIONAR STARTER ELEGIR
22 L/R RECIRC FAN ON NOTA 2
23 L/R PACK ON
24 ISOLATION VALVE OPEN
25 APU BLEED Y ENGINE BLEED ON
26 ROTATION ARRANQUE GRD NOTA 3
27 ABRIR PASO DE COMBUSTIBLE -
28 GEN 1 ON
29 GEN 2 ON NOTA 4
30 APU BLEED OFF
31 APAGAR APU OFF







